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ENGLISH

Face of Rail
1-10d Galvanized Nail per

2 Min. post to hold spacer block
Desirable +
fe—1—>
A o Raise spacer block and rail element 3" max.

- ; - } Maintain existing post height.
_______Bﬂ J 4

ST

New |/
3’ Hole |
27 In Post | Griginal L e

Mounting | %
ole
Heght in Post
4 Minumum

Shoulder

A ope |

DETAILS OF POST m
AND SPACER BLOCK
(Modified from w
td. Roa an -
METRIC
— Face of Rail
0.6 m Min. 1-10d Galvanized Nail per
Destreable post to hold spacer block
fe——— /
1 B ___ k___ ] Raise spacer block and rail element 75mm max.
Maintain existing post height.
180
—1 === il 360
550 mm New
Mounting 19 mm Hole 0 119 — 1830
Height 16 mm Bolt N Hols o Post
1.2 m Min.
Sh : —
houlder 10:1 Siope
= Y
=<+ ——F o
’ L ntin %
DETAILS OF POST —— m Min. i TN

AND SPACER BLOCK I__I/\/\[\—J
(Modified from k"'\/)

[Std. Road Plan RE-12A)]

Appendix 12-5.1



Shoulder

DETAILS OF POST
AND SPACER BLOCK
(Modified from

ADJUSTMENT OF THRIE BEAM GUARDRAIL

2’ Min.

Desirable

%" Bolt {

ENGLISH

CfFace of Rail

1-10d Galvanized Nail per

/pnst to hold spacer block

i

77%6 "

T

,7%"

-]

77%5 "

— 20

Q

31

Height

Mounting

New3" holes

Original :%; |

1N post

holes 1n post
4' Minimum

| Raise spacer block and rail element 3" max

Maintain existing post height.

[Std. Road Plan RE-12B)]

Shoulder

DETAILS OF POST
AND SPACER BLOCK
(Modified from

10:

0.6 m Min.
Desireable

550 mm

Mounting
Height

New 19 mm Hales
in post

16 mm Bolt

1 Slope

METRIC

Face of Ratl
1-10d Galvanized Nail

per
post to hold spacer block

L

554

180

IN—Origtnal 19 mm
holes 1n post

Raise

1830

[Std. Road Plan RE-12B)|

01/29/01

spacer block and ratl element 75mm max.
Maintain existing post height.
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